TRACTION CONTROL/ THROTTLE SPONGE
THANK YOU FOR PURCHASING THE TRACTION CONTROL/ THROTTLE SPONGE DEVICE
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lock kits

Itraflow manifolds

> Truscott carbys

> Weld on and push lock fittings

> Alloy pulleys suit Holden V6 Eco and noneco, Ford 6CYL OHC
and X-flow

> Race car accessories, wheel spacers slide on & bolt on, hooks,
carby spacers, throttle sponges and more

> Amcar carby adaptors to restructure plate

> Clarko's general machining

Join up to recieve the FREE monthly newsletter and cash in on the great mon
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ABOUT THE DEVICE -  I, MYSELF HAVE BEEN LUCKY ENOUGH TO MEET FIRST HAND AND SPEND TIME  WITH THE R&D TEAM BEHIND THE THROTTLE SPONGE DEVICE IN THE USA, THIS TEAM OF GUYS ARE VERY COMMITTED TO FINDING THE EXTRA EGDE WHEN IT COMES TO RACING,   MAINLY SPEEDWAY CARS.

CLARKO’S PERFORMANCE WAS  FORTUNATE ENOUGH AND WAS GRANTED THE OK BY THE USA TEAM  TO SELL THESE IN AUSTRALIA AND NOW CLARKOS PERFORMANCE MANUFACTURING DIVISION NOW MANUFACTURES THESE AND DISTRIBUTES WORLD WIDE FOR THE TEAM.

APPLICATION- CAN BE USED ON CARBY’S  HOLLEY (2 & 4 bbL), SU’s, WEBBA, SINGLE THROAT ANY MANY MORE STYLES OF CARBUERATED FORMATS

NOT USED FOR ELECTRONIC FUEL INJECTION ETC

BENEFITS OF DEVICE – ON THE RACE TRACK WE HAVE SEEN BENEFITS OF ALMOST ½ A SECOND A LAP IN THE USA

(FASTER LAP TIMES)  IF SET UP PROPERLY. THE GAIN IS TO REDUCE WHEEL SPIN MAINLY OFF THE CORNER OR REAL BAD WET TRACKS

HOW TO SET UP THE DEVICE – 

(OLD VERSION) HAD 3 GROOVES

(NEW VERSION) HAS 4 GROOVES

I WOULD RECOMMEND SETTING THE CIRCLIP IN THE 2ND GROOVE FROM THE SPRING END

(1ST groove would make it 1:1 ratio)

SET UP
· CARBY IS IN IDLE POSITION (butterflys shut)

· WHEN YOU PUSH DOWN ON THE ACCLERATER (from in car)

· THE THROTTLE SPONGE SHOULD BE COMPRESSING AND AT THE SAME TIME THE THROTTLE SHAFT SHOULD BE ROTATING

· AT ABOUT  A 1/3 OF THE ROTATION  (from idle) OF THE CARBY SHAFT TURNING, THE CIRCLIP ON THE  THROTTLE SPONGE SHOULD BE AGAINST THE BODY (no more movement left in sponge) HENCE THE CARBY THROTTLE SHAFT HAS APPROX 2/3  LEFT IN ROTATION BEFORE FULL THROTTLE

· THIS CAN BE ADJUSTED BY EITHER DIFFERENT RETURN SPRING ON THE CARBY

DEPENDING ON POWER OF ENGINE, TRACK CONDITIONS, AND OTHER FACTORS YOU CAN CHANGE THE CIRCLIP POSITION TO SUIT YOUR RESULTS, THIS SET UP IS ONLY A GUIDE
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